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TYPE 10 P Standard width: a= 48 mm. 
i | | 
Di ] a 
TYPE 11 PK Standard width: a= 48 mm. 
Gi 
q 
= < 
q 
TYPE 21 PKP Standard width: a= 67 mm 
































































Standard width: a= 105 mm. 
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SUSPENSION BRACKET DIMENSIONS 

































































For lengths between 400-1700 mm. RADIATOR. IINR 
== ch == ch ch 300 _ 1115 

= co 400 [215 
atte =| H + ch 500 1315 
i $ 600 |415 
u Au "m " 900 |715 














RADIATOR LENGTH 
Type: 10-20-21-22-33 


800 
533.3 


























































DIMENSIONS (mm) R WATER 
TYPE SO CONTENT 
HEIGHT (H) (kg/m) (Lt/m) 
300 5,8 1,8 
a 400 7,5 2,1 
= 500 9,7 25 
= 600 2,8 
900 4,0 
300 1,8 
x 
& 400 Di 
u 500 2,5 
a 
č 600 2,8 
900 4,0 
300 3,6 
a 
x 400 4,2 
Mm 500 5,0 
> 600 5,6 
900 8,0 
a 300 3,6 
a 400 4,2 
a 500 5,0 
> 600 5,6 
900 8,0 
a 300 5,4 
x 
S 400 6,3 
= 500 445 36,6 7,5 
w 600 545 44,2 8,4 
3 900 845 67,5 12,0 

















* Contact Alarko Carrier for the net weight information of the compact 
valve types or standard types with different lenghts. Includes the weight 
of top and side covers. 


MOUNTING BRACKET DIMENSIONS 


300 mm The mounting bracket can be installed either 
HEIGHT on the wide or the narrow side, depending 
on the installation requirements. 
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Q 
400-500-600-900 mm HEIGHT a 
— 
Plastic 
ba | Insert i 
oO 
QJ N 
o 
Plastic K 
Bush 
Ø 10x45 
Wood Screw RADIATOR 
o 6x50 HEIGHT 
oO Mounting 400 92.5 
Bracket 500 192.5 
600 292.5 
5 900 592.5 
o o 
a 
= All the dimension 








are given in mm. 


900 
633.3 


1300 






1400 1500 1600 
1133.3 | 1233.3 | 1333.3 





1700 



























KV 20-21-22-33 133.3 | 133.3 133.3 
567 667 
Type:11 - KV 11 
Type: KV 10 










RADIATOR LENGTH 


Type: 10-20-21-22-33 
KV 20-21-22-33 


2400 2600 





1066.7 | 1166.7 | 1266.7 


1066.7 | 1166.7 | 1266.7 


















2800 3000 
1366.7 


1366.7 








133.3 









1400 






























KV: Compact valve type 





Type: 11 - KV 11 1066.5 1266.5 | 1366.5 
ES MES 1165 
1134 | 1234 | 1334 
Type: KV 10 1134 | 1234 






RADIATORS SUPPLIED WITH COMPACT VALVE 








’ Alarko steel panel radiators can also be 
4 supplied with compact valve ensuring 
y ES piping connection from the bottom side. 
y This type of radiator provides savings in 
y heating costs, when equipped with a 
ta thermostatic regulator. 
A tn 
HIGH HEATING EFFICIENCY T 
Heating surfaces are increased by their special profile, water circulation channels with 33,3 mm pitch af 
and high convectors directly welded onto these channels. They heat environment rapidly since their vi 
water content is little and heat outputs are high. More output is achieved from a smaller radiator. y Y 


CONVERSION INFORMATION: The values on the table are prepared for mean water temperatures 
70°C and 80°C. For different operating temperature conditions, you can use “Panel Radiator Thermal 
Conversion Calculation Programme” under the “Product Selection” section in the Alarko Carrier website. 














































































































































» 
PANEL RADIATORS HEAT OUTPUT (kcal/h) - DIN EN 442 
teas 75/65 °C (Mean Water Temperature 70 °C 90/70 °C ( Mean Water Temperature 80 °C 
TYPE ian ROOM TEMPERATURE (°C) ROOM TEMPERATURE (°C) 
10 12 15 18 20 22 24 26 10 12 15 18 20 
300 337 323 302 281 267 254 241 227 411 396 374 352 337 323 309 295 
Z 400 430 412 385 358 341 323 306 289 524 505 477 449 430 412 394 376 
=o 500 522 500 467 434 413 392 371 350 637 614 579 545 522 500 478 456 
600 617 590 65 512 487 462 437 412 754 726 685 644 617 590 564 538 
900 916 875 816 757 719 681 644 607 1.123 1.081 1.018 956 916 875 836 796 
300 545 521 486 451 428 406 384 362 667 642 605 569 545 521 497 474 
ay 400 703 672 627 582 553 524 496 467 861 829 781 734 703 672 642 612 
et, 500 854 817 762 708 673 637 603 569 1.046 1.007 949 892 854 817 780 744 
600 1.000 957 892 829 788 1.178 1.110 1.044 1.000 957 
900 1.401 1.341 17252 1.164 1.106 1.049 992 937 Aa 1.649 1.555 1.462 1.401 1.341 1.281 1222 
300 786 751 700 649 616 | 966 | 930 875 821 786 751 
A 400 1.002 958 893 828 786 1.231 1.184 1.115 1.047 1.002 958 
N £ 500 1.203 1.150 1.072 995 944 894 845 797 1.476 1.420 1.337 1.256 1.203 1.150 1.097 1.046 
600 1.389 1.329 1.239 1.150 1.092 1.639 1.544 1.451 1.389 1.329 
900 1.874 1.793 1.673 1.556 1.478 2.205 2.079 1.956 1.874 1.793 
300 1.047 1.001 933 865 821 778 735 693 1.286 1.238 1.165 1.094 1.047 1.001 955 910 
a E 400 1.341 1.282 1.195 1.109 1.053 1.584 1.492 1.401 1.341 1.282 
NS 500 1.617 1.546 1.441 1.338 1.270 1.137 1.072 1.909 1.798 1.689 1.617 1.546 
= 600 1.877 1.795 1.674 1.554 1.476 1.398 1.322 1.247 2.301 2.214 2.086 1.960 1.877 1.795 1.714 1.633 
900 2575 2.463 2.298 2.136 2.030 3.032 2.858 2.687 2257) 2.463 
a 300 1.539 1.471 1.370 Al 1.207 1.079 1.017 1.891 1.819 1.713 1.608 1.539 1.471 1.404 1.337 
> x 400 1.949 1.863 1.736 1.611 1.529 1.448 1.368 90 93 2.303 2.169 2.036 1.949 1.863 1.778 9 
ax 500 2.334 2.231 2.079 1.930 1.832 1.735 1.640 1.546 2.864 2.756 2.596 2.438 2.334 2.231 2.129 2.029 
£ 600 2.699 2.581 2.405 2.233 2.120 2.008 1.898 1.790 3.311 3.186 3.001 2.463 2.348 
900 3.688 3.527 3.289 3.055 2.902 2.750 2.600 2.452 4.518 4.349 3.368 3.211 
PANEL RADIATORS HEAT OUTPUT (Watt) - DIN EN 442 
ken 75/65 °C ( Mean Water Temperature 70 °C 90/70 °C ( Mean Water Temperature 80 °C 
TYPE en ROOM TEMPERATURE (°C) ROOM TEMPERATURE (°C) 
10 12 15 18 20 22 24 26 10 12 22 24 26 
S 400 500 479 447 416 396 376 356 336 610 587 479 458 437 
22128500 607 581 543 505 480 714 581 
900 1.065 1.018 949 881 836 792 748 706 1.306 125% i E z 1.018 972 926 
300 633 606 565 524 498 747 
By 400 817 782 729 677 643 963 
da, 500 993 950 886 823 782 741 701 661 1.216 ETA E i 
600 1.163 1m2 1.038 964 916 1.370 E : E 
900 1.629 1.559 1.455 1.353 1.286 1.154 1.089 1.991 1.917 ? 5 A 1.559 
300 914 874 814 7155 716 678 640 603 24 1.081 A 874 833 794 
a 400 1.165 1.114 1.038 963 914 866 818 1.377 1297 1.218 1:165 1.114 1.063 1.013 
ES x 500 1.398 1.337 1.246 1157 1.098 1.040 983 1.216 
600 1.616 1.545 1.440 1.337 12720. 1.203 1.138 
900 2.179 2.085 1.946 1.809 1.719 1.630 1.542 .900 
300 1.218 1.164 1.084 1.006 955 904 854 1.058 
A & 400 1.560 1.491 1.389 1.289 1.224 1.159 1.096 1.033 E i 7 i E F 1.356 
A Y 500 1.880 1.798 1.676 1.556 1.477 1.399 1.323 1.247 a 5 i i E E E 1.635 
= 600 2.183 2.087 1.946 1.807 1.716 1.626 1.537 1.450 i 3 3 x d 
900 2.994 2.864 2.673 2.484 2.360 2.238 2117 97 6 . i E $ y E 09 
a 300 1.790 1.710 1.593 1.478 1.403 1.329 18255 1.183 E 3 E y 3 $ 1555) 
ó £ 400 2.267 2.167 2.019 1.873 1.778 1.684 1.591 1.500 A E E ; E 3 1.970 
ax 500 2.714 2.594 2.418 2.244 2.130 2.018 1.907 1.797 E E į p : 2 2.359 
x 600 3.139 3.001 2.797 2.597 2.465 2.335 2.207 2.081 
900 4.289 4.102 3.825 3.553 3.374 3.198 3.023 2.852 
*Capacities are based on tests conducted on radiators without top grilled and side panels. 
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The right to amend specifications under technologic developments is reserved. 
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aD Phone : (90)(262) 648 60 00 PBX 
Telefax : (90)(262) 648 61 01 


web : www.alarko-carrier.com.tr 
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